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Abstract Knowledge of the geometric properties of fractures and cracks in a petroleum reservoir is
important to reservoir exploitation. When aligned and partially connected, fractures and cracks can act as
conduits for fluid flow and thus can significantly increase the permeability of the reservoir. The aligned
fractures and cracks, on the other hand, are an effective means to generate seismic anisotropy. In this study,
we utilize the seismic data recorded by a vertical array installed in a shallow borehole at a shale play site in
southwest China. By applying seismic interferometry to the ambient noise data recorded by 12 three-
component geophones, we extract P and S waves propagating vertically along the borehole. The S waves
show up to 20% velocity variations with respect to their polarization directions. Such large Swave anisotropy
can be explained by the horizontal transverse isotropic model and is likely caused by natural fractures that are
widely present in the area and align approximately in the NE-SW direction. During the 13-day period of
hydraulic fracking treatment, we also observe large and systematic temporal variations in S wave velocity,
degree of Swave polarization anisotropy, and fast polarization direction. By comparing our observations with
normal strain changes calculated with a half-space elastic model, we speculate that strain changes induced
by hydraulic injection and fracturing are likely to be responsible for the observed temporal variations in
seismic anisotropy. As such, seismic interferometry with shallow borehole acquisition might provide an
alternative means to monitor hydraulic fracturing and wastewater injection in the future.

1. Introduction

Fractures and cracks are found to exist pervasively in outcrops and are also well observed in samples of
crustal rocks in laboratory investigations (e.g., Nur & Simmons, 1969). While their presence within rocks can
significantly affect the bulk properties of the rocks, the fractures and cracks are of great importance for hydro-
carbon reservoirs. Highly fractured rocks are necessary for good hydrocarbon reservoirs, as they possess
enough porosity and permeability to store and transport hydrocarbons. Hence, knowledge of the density
and geometric properties of the fractures and cracks, as well as their inclusions in reservoir rocks, is important
to petroleum exploitation (Willis et al., 2006).

The presence of fractures and cracks in a rock can alter the rock’s seismic properties (e.g., Hudson, 1980). In
particular, their alignment can also result in seismic anisotropy, that is, seismic waves travel at different velo-
cities that depend both on their propagation and polarization directions. While excessive stress can generate
fractures, stress can also selectively close and open cracks in certain directions (maximum and minimum
compressional stress directions), leading to the alignment of fractures and cracks. As such, seismic anisotropy
has been widely used to infer the subsurface stress field as well as the geometric properties of fractures and
cracks (e.g., Baird et al., 2017; Boness & Zoback, 2004; Ding et al., 2017; Far et al., 2014). For example, vertical
cracks are expected to become dominant below a critical depth of 0.5–1 km when the minimum compres-
sional stress direction starts to lie in a horizontal direction (Crampin & Chastin, 2003). In such a medium with
vertically aligned cracks, seismic anisotropy is often observed (Baird et al., 2017; Ding et al., 2017).

Polarization seismic anisotropy is often measured with two parameters—the fast polarization direction ϕf

and delay time δt between the fast and slow directions—from the splitting of nearly vertical-incidence S
waves, such as the local S waves and teleseismic SKS waves (e.g., Adelinet et al., 2016; Silver & Chan, 1991;
Teanby et al., 2004; Wuestefeld et al., 2011). The fast polarization direction is usually parallel to the
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orientation of the vertical cracks, and the delay time is related to the crack density. Because of its long
wavelength, the teleseismic SKS wave is insensitive to fractures and cracks at shallow depths and is mostly
used to estimate seismic anisotropy in the upper mantle. S waves from local earthquakes are of relatively
high frequency and provide means to measure crack-induced seismic anisotropy in the shallow crust. This
approach, however, depends on the distribution of earthquakes and is restricted to areas with abundant
local seismicity.

Recent developments in seismic interferometry of ambient noise or coda wave data have shown that seismic
imaging is no longer restricted by the availability of earthquakes in the desired location. The cross-correlation
function tensor (CCFT) of ambient noise data recorded simultaneously at two receivers is an estimate of the
Green’s function between them (Gouedard et al., 2008; Shapiro & Campillo, 2004; Shapiro et al., 2005;
Wapenaar et al., 2010). When borehole seismic arrays are available, one can extract the S wave Green’s func-
tions from noise cross-correlation functions between pairs of receivers located at different depths (Lewis &
Gerstoft, 2012; Miyazawa et al., 2008; Nakata & Snieder, 2012a). S wave anisotropy is obtained by examining
velocity differences of the vertically propagating S waves along different polarization directions. The effec-
tiveness of this method has been demonstrated by several studies using ambient noise data recorded by col-
located surface and borehole receivers around the world (Chen et al., 2017; Lewis & Gerstoft, 2012; Miyazawa
et al., 2008; Nakata & Snieder, 2012a, 2012b; Takagi & Okada, 2012;).

By applying the seismic interferometry analysis on data over a certain period, one can also estimate the tem-
poral variations of seismic anisotropy and hence the evolution of fractures through time. Indeed, several
recent studies employed the time-lapse ambient noise interferometry analysis to investigate temporal

Figure 1. (a) Topography map showing the Sichuan Basin and its surrounding areas in southwest China. The white
square indicates the shale play site, and the black lines represent faults in the area. (b) The rose diagrams show the dis-
tribution of the orientations of the maximum compressional stress (SHmax) and the strikes of natural cracks (Chen, Meng
et al., 2018). The length of the bars is proportional to the numbers of observations that are along the direction of the
corresponding bars. (c) Map showing the hydraulic fracturing treatment well and the shallow monitoring well. The black
triangles represent borehole receivers in the monitoring well. Red stars indicate the locations of surface chemical
explosions. The perforation shots of the 19 treatment stages along the 1,900-m-long horizontal section of the treatment
well are marked by colored dots. Timing of the perforation shots is indicated by color with a scale shown below.
(d) A vertical profile showing the trajectory of the treatment well.
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variations of seismic anisotropy associated with large earthquakes and
their potential connections with coseismic changes of stress and fluid
pressure (Durand et al., 2011; Nakata & Snieder, 2012b; Saade et al.,
2017; Takagi & Okada, 2012; Tonegawa et al., 2013). On the other hand,
using human-controlled processes, such as hydraulic fracturing of hydro-
carbon reservoirs, might be a better way to quantify the relationship
between temporal variations of seismic anisotropy and changes of subsur-
face fractures. Some studies used S wave splitting of microseismic events
to characterize the evolution of crack properties throughout the hydraulic
stimulation process (Adelinet et al., 2016; Baird et al., 2013). Riahi et al.
(2013) applied a three-component beamforming algorithm to ambient
noise recorded at receivers above underground gas storage in the Paris
Basin and found an increase in the strength of seismic anisotropy that is
likely to be caused by changes in pore pressure in the reservoir.
However, there are very few studies of seismic anisotropy and its evolution
during the hydraulic fracture stimulation based on seismic interferometry.

In this study, we apply seismic interferometry to three-component record-
ings from a shallow borehole array installed to monitor hydraulic fractur-
ing in southwest China. We extract P and S waves traveling vertically
along the borehole. The S waves are used to study the anisotropy within
the medium surrounding the monitoring well, as well as temporal varia-
tions in S wave anisotropy during the 13-day long hydraulic operation.

2. Data and Methods
2.1. Shallow-Borehole Array for Hydraulic Fracturing Monitoring

TheWeiyuan area inside the Sichuan Basin is one of themost favorable tar-
gets for shale gas exploration and development in China (e.g., Jin et al.,
2013). The targeted formation is the Lower Cambrian marine shale with
a thickness of ~300 m at a depth of ~3,000 m, which contains a set of
organic-rich black shale rocks and is the main source of shale gas reser-
voirs (Borkloe et al., 2016). Multiscale natural fractures and strike-slip faults
are commonly observed with strike directions predominantly in the range
of N40°–60°E (Figure 1, Chen, Meng et al., 2018).

A massive multistage hydraulic fracturing treatment was performed in a 2-
week period in 2014 to enhance the production of a horizontal pilot well in
the Weiyuan shale play. There were 19 treatment stages along the 1,900-
m-long horizontal section of the treatment well (Figure 1), with each treat-
ment stage lasting approximately 3 hr. There were three perforation shots

for each treatment stage, except for stage-01 (Table S1 in the supporting information) that has only two per-
foration shots. The locations and schedule of the perforation shots are shown in Figure 1 with colored dots.
Details of the perforation shots are also listed in Table S1. We deployed 12 three-component borehole geo-
phones in a shallow vertical monitoring well (Figure 1) to monitor the fracturing process over the entire
course of the treatment. The borehole geophones were deployed at depths between 15 and 180 m with a
depth interval of 15 m. For each stage, seismic waveform data were continuously recorded at a sampling rate
of 2,000 Hz during the period of 1–2 hr before and 3–4 hr after the hydraulic injection. The timing of the
hydraulic injections and recording periods is listed in Tables S2 and S3, respectively.

The orientation of borehole sensors is important and needs to be estimated before anisotropy analysis. In this
study, we employed the P wave data from chemical explosions at nine sites (red stars in Figure 1). We fired
one chemical explosion at sites SP1, SP2, SP3, and SP4, and four repeated explosions at sites S1, S2, S3, S4,
and S5. The detailed timing of those explosions is listed in Table S4. The determination of borehole sensor
orientation is accomplished by assuming that the P wave polarization recorded by the borehole sensor is
aligned with the back azimuth of the path from the explosion sources to the sensors. We have good

Figure 2. (a) The CZZ element of the CCFTs, which is calculated from the ver-
tical records of the 11 geophones (A02-A12) on day 3 using the vertical
record of A01 as the reference, is plotted as a function of depth. The black
triangle showing at the top indicates the reference receiver A01. Dotted lines
mark the P waves. The positive time axis corresponds to upward going P
waves, and the negative time axis corresponds to downward going P waves.
The black pluses mark the P wave arrivals that are used to calculate P wave
velocity. (b) Similar to Figure 2a except that the bottom receiver, A12, is
used as the reference receiver. (c and d) The same as Figures 2a and 2b
except for the recording date, which is day 12.
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azimuth coverage of P wave raypaths from the explosions. The orienta-
tions of the borehole sensors determined from different explosions are
in a range of ±7°, which could be caused by heterogeneity
and/or anisotropy.

2.2. Seismic Interferometry

The cross-correlation function of seismic records in the frequency domain
can be expressed as

Ckl ωð Þ ¼ vk ωð Þv� l ωð Þ; (1)

where vk(ω) and vl(ω) are the records of the geophones k and l, respec-
tively, and ω is the angular frequency. Here * denotes the complex conju-
gate. When the medium is elastic and the noise sources are uncorrelated,
the Green’s function can be extracted by using (Miyazawa et al., 2008;
Snieder et al., 2007)

Gv
k;l þ Gv�

l;k ¼
2

S ωð Þj j2 Ckl ωð Þ (2)

where Gv
k,l is the velocity Green’s function for propagation between geo-

phones k and l, S(ω) is the power spectrum of the ambient noise, and
< Ckl (ω) > denotes an averaging of Ckl (ω).

To extract vertically propagating P and S waves from the continuous
records of the borehole array, we employ a data analyzing procedure that
is similar to that proposed by Bensen et al. (2007). For each 10-min record-
ing segment, we perform spectrum whitening in the frequency band of
0.5–40 Hz before calculating the cross-correlation functions. We further fil-
ter the cross-correlation functions in the frequency band of 4–14 Hz for P
waves and 2–8 Hz for S waves. The CCFT between each three-component
receiver pair is computed from the 10-min segments and then stacked in
each day.

The CCFT is a 3 × 3 tensor that is computed in the geographical coordinate
system (E, N, Z):

Ckl tð Þ½ �ij ¼
∫
τ0
0 vik τð Þvjl τ þ tð Þdτffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

∑
3

m¼1
∫
τ0
0 v2mk τð Þdτ ∑

3

m¼1
∫
τ0
0 v2ml τð Þdτ

r (3)

where k, l = {1, 2, 3 …} refer to the receiver numbering, i, j, m = {1, 2, 3} refer to the recording component
(1→E, 2→N, 3→Z), and τ0 indicates the duration of a seismic trace. The same normalization is applied to
all the components of the tensor to preserve the amplitude ratios of different components for each station
pair.

3. Results
3.1. Vertically Propagating P Waves

To extract vertically propagating P waves from the borehole array data, we take i,j = {Z} in equation (3) and
compute the vertical-vertical element of the CCFT. Figure 2 shows examples of the daily-stacked CZZ of day
3 (Figures 2a and 2b) and day 12 (Figures 2c and 2d). Here the CZZ element is computed between the vertical
receiver pairs with the shallowest receiver (A01) (Figures 2a and 2c) and deepest receiver (A12; Figures 2b and
2d) as the reference station. The cross-correlation functions are also bandpass filtered between 4 and 14 Hz.
The CCFTs show clear downgoing P waves (negative time window) and upgoing P (positive time window)
waves with arrival times increasing gradually with increasing travel distance.

Figure 3. (a and b) The four elements of CCFT computed with data recorded
by the horizontal components of the receiver pair A02-A12 on day 3 and
day 12, respectively. Shadowed areas indicate the S wave arrivals. (c and d)
The S waves propagating vertically between A02 and A12 as a function
of polarization azimuth computed with data recorded on day 3 and day 12,
respectively. Shaded areas indicate the S arrivals.
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We obtain the P wave travel time by picking the time sample with the
maximum amplitude only at the positive time (black plus in Figure 2)
to ensure that we measure correct P wave velocities. The P wave arrivals
are picked at station pairs that have long travel distance and therefore
such that there is a clear separation between the causal and acausal arri-
vals. For the frequency band of 4–14 Hz, P wave arrivals are picked at
traces between the top A01 and the bottom three stations (A10-A12),
and traces between the bottom A12 and the top three stations
(A01-A03). We then apply a least squares regression method to the
picked arrival times to obtain the P wave velocity, which is ~3,000 m/s.
This value represents the P wave velocity of the uppermost 200 m of
the crust and hence is slightly lower than that (~3760 m/s) measured
from the direct P waves at the broadband stations from the explosion
SP1 (Figure S1). We expect that these P waves sample a slightly deeper
part of the crust and thus have a higher average travel speed.

3.2. S Wave Anisotropy

To obtain vertically propagating S waves, we employ the two horizontal
components to compute the CCFTs. Figures 3a and 3b show the four
horizontal-horizontal elements of the CCFT (i.e., CEE, CEN, CNE, and CNN)
between receiver A12 and A02 on day 3 and day 12, respectively. The
CCFT elements are filtered with a bandpass filter of 2–8 Hz; clear S waves
can be identified from the four CCFT elements. The S waveforms on the
four CCFT elements exhibit some difference, which might suggest that
the S wave travels with different speeds along different polarization direc-
tions—indicative of polarization seismic anisotropy.

To quantify S wave polarization anisotropy, we first rotate the four CCFT
elements to generate an S wave that propagates vertically with a polariza-
tion direction of θ measured clockwise from north (Chen et al., 2017):

Cθθ ¼ CNN cosθ cosθ þ CEN sinθ cosθ þ CNE cosθ sinθ þ CEE sinθ sinθ (4)

In Figures 3c and 3d, S waves are shown as a function of the polarization
direction, θ. The S wave arrival time (indicated by dashed lines) shows a
cosine-function variation with a period of 180°, which is a typical signature
of polarization anisotropy. The fast polarization direction of the S wave is
~N40°E on day 3 (Figure 3c) and ~N60°E on day 12 (Figure 3d). We also pick
S wave arrival times from positive time for the same reason as P waves on
day 3 and day 12. The S wave velocities are calculated by dividing the pair
distances from the picked travel times. Figure 4 shows the calculated S
wave velocity as a function of polarization azimuth of the two
daily records.

The anisotropy property is estimated by using the following relationship
(Chen et al., 2017; Nakata & Snieder, 2012a):

VS θð Þ ¼ V iso � Vani cos 2 θ � ϕð Þ½ � (5)

where Viso is the isotropic component of Vs, Vani is the anisotropic compo-
nent of Vs, andϕ is the slow polarization direction from the north (Figure 5).

If the seismic anisotropy is caused by aligned vertical cracks, then it could
be well explained by the horizontal transverse isotropic (HTI) model
(Tsvankin, 1997) (Figure 5). The anisotropic parameterization of Thomsen
(1986) for S wave is

Figure 4. A least squares fit of the S wave velocities observed at different
polarization azimuths. Circles and diamonds indicate the S wave velocities
at each polarization azimuth obtained from the waveforms shown in
Figure 3. From the pair A02-A12, we obtain Vslow = 1121 ± 21 m/s,
γ = 0.253 ± 0.034, ϕf = 40 ± 3° and Vslow = 1287 ± 2 m/s, γ = 0.087 ± 0.003,
ϕf = 65 ± 1° with the Swave velocity data obtained on day 3 and day 12. Note
that these values are different from those shown in Table 1, which are the
average of four pairs (A01-A11, A01-A12, A02-A11, and A02-A12).

Figure 5. A schematic figure showing velocities of different types of S waves
in an HTI medium. ϕ0 is the azimuth angle (measured clockwise from the
north direction) of the symmetry axis of the HTI medium. Red arrows indicate
the propagation directions of S waves. Blue arrows indicate the polarization
directions of S waves. In the HTI medium, SH refers to S wave with its
polarization direction perpendicular to the symmetry axis and the propaga-
tion direction, while SV refers to S wave with its polarization direction
perpendicular to the SH polarization and the propagation direction. The
numbers in the parentheses of VSH(90°), VSH(0°), VSV(90°), and VSV(0°) refer to
the angles between the propagation directions of Swaves and the symmetry
axis. ϕ indicates the polarization azimuth of SV(90°). In the HTI medium,
VSH(0°) = VSV(0°) = VSV(90°). HTI = horizontal transverse isotropic.
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VSH φ� ϕ0ð Þ≈β0 1þ γ sin2 φ� ϕ0ð Þ� �

VSV φ� ϕ0ð Þ≈β0 1þ α2

β2
ε� δð Þ sin2 φ� ϕ0ð Þ cos2 φ� ϕ0ð Þ

� �

γ≈
VSH 90°

� �� VSH 0°
� �

VSH 0°
� � ¼ VSH 90°

� �� VSV 90°
� �

VSV 90°
� �

(6)

where φ� ϕ0 refers to the propagation direction of S waves from the symmetry axis of an HTI medium, ϕ0 is

Figure 6. Temporal variations of the measured slow S wave velocity Vslow, Swave anisotropy degree γ, and the fast Swave
polarization direction over the 14-day period of hydraulic treatment. The open gray circles indicate the observed values
derived from cross-correlation functions between the top two receivers (A01 and A02) and the bottom two receivers
(A11 and A12) in the borehole. The solid red dots and the error bars show the mean values and standard deviations of the
four measurements. The blue pluses represent the horizontal distances between the monitoring well and the hypothetic
tensile fractures associated with the 19 treatment stages, while the purple crosses denote the normal strain changes
induced by the tensile fractures.
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the azimuth angle (measured clockwise from the north direction) of the symmetry axis of the HTI medium
(Figure 5). α and β refer to the velocities of P and S waves that propagate along the symmetry axis, ε, δ,
and γ are anisotropy parameters. In the HTI medium, SH refers to S wave with its polarization direction
perpendicular to the symmetry axis and the propagation direction, while SV refers to S wave with its
polarization direction perpendicular to the SH polarization and the propagation direction. When S waves
propagate along the symmetry axis of an HTI medium, SV(0°) and SH(0°) have the same velocity and are
not distinguished (Figure 5). Slow velocity β0 denotes the S wave velocity propagating along the symmetry
axis, β0 = VSH(0°) = VSV(0°) = VSV(90°), which has the minimum value of the SH waves.

The SH wave anisotropy degree γ describes the fractional velocity difference between the SH waves propa-
gating along and perpendicular to the symmetry axis, which is equivalent to the velocity difference between
Swaves polarized parallel and perpendicular to the symmetry axis, both propagating normal to the symmetry
axis. For the vertically propagating S waves in an HTI medium dominated by aligned vertical cracks, VSH(90°)
corresponds for the velocity when the polarization direction parallels to the crack strike, while VSV(90°) corre-
sponds for the velocity when the polarization perpendicular to the crack strikes (Figure 5).

By comparing formulae (5) and (6), we get

β0 ¼ V iso � Vani; γ ¼ 2Vani

V iso � Vani
; ϕ0 ¼ ϕ (7)

Hence, the fast polarization direction should be ϕf = ϕ � 90°. We further define Vslow = β0 = Viso � Vani and
Vfast = Viso + Vani as the slow- and fast-propagating S wave velocity. We measure S wave arrival times using
four station pairs, A01-A11, A01-A12, A02-A11, and A02-A12. Using a least squares regression, we then obtain
Vslow = 1151 ± 43 m/s, γ = 0.206 ± 0.043, ϕf = 41 ± 2° from the data of day 3, and Vslow = 1294 ± 29 m/s,
γ = 0.084 ± 0.008, ϕf = 73 ± 7° from the data of day 12.

3.3. Variations of S Wave Anisotropy

We measure the slow S wave velocity (β0,) and the two anisotropic parameters (γ and ϕf) over the 14-day
hydraulic treatment period, which are shown in Figure 6 and listed in Table 1. For each polarization azi-
muth, we create four sets of CCFTs using the ambient noise records of four receiver pairs (A01-A11,
A01-A12, A02-A11, and A02-A12) of the borehole array. Measurements of Vslow, γ, and ϕf based on each
CCFT are shown as open circles in Figure 6. The red solid circles and error bars represent the means
and standard deviations of the four sets of measurements (open circles). The four receiver pairs are
selected for computing S wave velocities because of their long raypaths, which are important for obtaining
accurate measurements. Over the roughly 2-week period of the hydraulic fracturing treatment, the slow S
wave velocity (Vslow) increases gradually to a peak on day 11. It stays nearly unchanged over the next
2 days and then drops rapidly on day 14 (Figure 6a). In contrast to the changes of the slow S wave velocity
(Vslow), the S wave anisotropy degree (γ) exhibits a temporal variation that appears to anticorrelate with

Table 1
Variations of P and S Wave Velocities, and S Wave Polarization Anisotropy

Day/time Vp (m/s) Vslow (m/s) γ φ (°)

01/13:20 3061 ± 095 1370 ± 15 0.051 ± 0.013 53 ± 11
02/09:00 2970 ± 195 1191 ± 43 0.143 ± 0.033 47 ± 02
03/08:30 2946 ± 186 1151 ± 43 0.206 ± 0.043 41 ± 02
05/23:00 3152 ± 192 1216 ± 46 0.193 ± 0.028 80 ± 06
06/12:00 2857 ± 164 1241 ± 28 0.141 ± 0.029 47 ± 04
07/12:00 2889 ± 178 1232 ± 25 0.134 ± 0.022 43 ± 03
08/05:00 2975 ± 180 1268 ± 28 0.122 ± 0.015 70 ± 05
09/12:00 3020 ± 174 1295 ± 25 0.095 ± 0.009 67 ± 05
10/08:00 2941 ± 158 1281 ± 28 0.105 ± 0.014 63 ± 05
11/09:30 3020 ± 165 1303 ± 21 0.103 ± 0.012 68 ± 06
12/06:00 3071 ± 182 1294 ± 29 0.084 ± 0.008 73 ± 07
13/08:00 2956 ± 172 1290 ± 21 0.114 ± 0.015 62 ± 05
14/05:00 3093 ± 190 1205 ± 37 0.104 ± 0.024 63 ± 08
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the changes in the slow S wave velocity, Vslow (Figure 6b). We also
observe a change in the fast polarization direction in the middle of the
treatment. The fast polarization direction changes from ~N45°E to
~N70°E after the stage-08 treatment on day 8 (Figure 6c).

4. Interpretation and Discussion
4.1. Effect of Treatment-Induced Noise

As the seismic data were recorded at hydraulic treatment site, it is neces-
sary to confirm whether the recorded ambient noise is originated predo-
minantly from the hydraulic treatment or natural processes such as
ocean waves and winds, etc. We expect that the continuous recordings
contain at least four different types of treatment-induced noise, which
are signals generated by chemical explosions, perforation shots, induced
microseismic events, and high-pressure water injections. To evaluate their
effects on the calculated noise cross-correlation functions, we employed
the 50-min continuous data that were recorded in the first day to compute
the CCFTs. We want to emphasize that there were no treatment activities
during this 50-min recording period. We did not fire any chemical explo-
sions. We also did not perform any water injection, and therefore, we did
not expect any induced seismicity in the same period. Hence, the 50-min
records are composed primarily of regular ambient noise. The vertical
component of the CCFTs is shown in Figure 7a, which shows a clear verti-
cally propagating P waves, just like the one shown in Figure 2.

We also computed the CCFTs using seismic records before, during, and
after the fluid injection of the treatment stage-06. The observed aniso-
tropy is gradually changed from day 3 to day 10, so we selected an inter-
mediary stage (stage-06) as an example. The extracted P waves of the
three periods (before stage-06, during stage-06, and after stage-06) are
shown in Figures 7b–7d, respectively. The time duration of the seismic
records are 60, 200, and 240 min for the three different time periods
(see Tables S2 and S3), and we use all the seismic records to estimate
the Green’s functions for each periods. In principle, the three P wave
Green’s functions are very similar except for some coda energy shown
in the one (black dashed box in Figure 7b) associated with the injection
period. This suggests that water injection does generate noise that can
produce some effect on the calculated cross-correlation functions, but
the effect is expected to be very minor (Figure 7b), suggesting the seis-
mic records are composed primarily of ambient noise with natural
sources. We further argue that the total energy from the perforation
shots and chemical explosion is almost negligible because of their short
durations. Effects related to the microseismic events are suppressed by
time-domain normalization in computing the cross-correlation functions.
In summary, the amount of energy associated with treatment-related
noise is likely insignificant as compared to the total energy of the regular

ambient noise with natural sources.

4.2. Fracture Orientation

Generally, two physical mechanisms are frequently invoked to explain the observed seismic anisotropy in the
shallow crust. The first is the preferential closure of cracks in response to the in situ stress field, which results
in a fast S wave polarization direction parallel to the maximum compressive stress orientation (Boness &
Zoback, 2004). The second is an alignment of natural fractures, which results in a fast S wave polarization
direction nearly parallel to the fracture orientation (Liu et al., 2008).

Figure 7. (a) Similar to Figure 2b except that approximately 50 min of
continuous data recorded in the first day are used in computing the CCFTs.
Similar to Figure 7a except for the time window used: (b) during stage-06;
(c) before stage-06; (d) after stage-06. Note the large P wave coda in the
dashed box shown in Figure 7b. CCFTs = cross-correlation function tensors.
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In this study, the fast polarization directions inferred from the vertically
propagating S waves are in the range of N40°–70°E, which are generally
parallel to the strike directions of the natural fractures observed by micro-
seismic monitoring studies (Chen, Meng et al., 2018; Meng et al., 2018).
Such an orientation is also confirmed by well log data based on high elec-
tric conductivity (Figure 1b, Chen, Meng et al., 2018). On the other hand,
the local maximum horizontal compressional stress is approximately
aligned along the east-west direction (Figure 1b, Chen, Meng et al.,
2018), which differs significantly from the observed fast polarization direc-
tion. Therefore, we speculate that the physical mechanism responsible for
the observed seismic anisotropy is likely the preferential alignment of the
natural fractures. Observations of the fast polarization direction being par-
allel to fault orientation instead of the maximum compressional stress
direction are also reported by previous studies of seismic anisotropy
around large faults (Liu et al., 2008; Mizuno et al., 2005; Peng &
Ben-Zion, 2005).

4.3. Static Stress Change and Anisotropy Variations

In Figure 4, we find significant changes in arrival time of the slow-
propagating S wave, which can be caused by a change in the medium,
or a change of spatial distribution of the ambient noise used in computing
the cross-correlation functions. For example, if the noise is primarily origi-
nated from the high-pressure water injection, then one would expect to
observe a reduction of the apparent S wave velocity when the horizontal
distance between the injection stage and the shallow borehole decreases,
which is the opposite to the observation shown in Figure 6a.

To investigate the temporal evolution of the ambient noise field, we
conduct a beamforming analysis to determine the noise source distribu-
tion using the method of Gerstoft and Tanimoto (2007) and Chen, Niu
et al. (2018). Because the borehole sensors are located along a vertical
line, we form beams and determine the incidence angle and slowness

of the waves propagating through the array. Here we define the incidence angle (ξ) as the angle between
the raypaths and the vertical line. The slowness (S) here is the reciprocal of velocity. So the vertical slow-
ness Sz = Scos(ξ) and the horizontal slowness Sh = Ssin(ξ). Assuming the incoming waves are P waves with
an incidence angle of ξ (ξ = 0° for a downgoing wave and 180° for an upgoing wave), we rotate the three-
component data to the direction parallel to the incidence angle. We then remove unwanted events (e.g.,
microseismic earthquakes) by truncating signal amplitude above one standard deviation calculated for
each 10-min data. Then we apply a Fourier transform to the data and only keep the phase of the signal
for each frequency. This procedure could remove local noise. At each frequency, we compute the beam-
forming output by taking the product of the cross-spectral density matrix and the plane-wave response of
the vertical geophone array (Gerstoft & Tanimoto, 2007). We further add the beamforming output in the
frequency band of 4–14 Hz to obtain the final beamforming output of the 10-min data.

Figure 8 shows the beamforming results of day 1, day 3, day 6, and day 10, which are obtained by sum-
ming the beamforming outputs of the 10-min data of each individual day. Noise source amplitude is
shown in color contour as a function of propagating slowness (radial direction) and the incidence angle
(angular direction). Hotter color clusters represent larger amplitude. The signals in upper/lower semicircle
indicate downgoing/upgoing P waves, respectively (Figure 8). A signal with slowness of <0.15 s/km in the
upper semicircle indicates surface noise sources located far away from the observation well. So the
raypaths from these source to the receivers are nearly horizontal and have relative small vertical slowness.
A signal with slowness of 0.3–0.5 s/km in the upper semicircle indicates surface noise sources near the
observation well and reverberations in the sedimentary layers. A signal with slowness of 0.2–0.3 s/km in
the lower semicircle indicates ambient noise predominantly from natural processes such as ocean waves
and winds.

Figure 8. Beamforming output of day 1, day 3, day 6, and day 10 in the
frequency range of 4–14 Hz, using the seismic records from the borehole
array. The radial axis is slowness in the range of 0–0.5 s/km. The angular axis
is the incident angle of the incoming signals. The signals in upper/lower
semicircle indicates downgoing/upgoing Pwaves, respectively. Note that the
amplitude has been normalized by the maximum beamforming energy
and is plotted on a logarithmic scale.
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The results indicate that most of the ambient noise comes from either above or beneath the vertical array. It is
also important to note that the distribution of ambient noise sources remains more or less the same across
treatment period, suggesting that the observed temporal variations in S wave arrival time are indeed caused
by changes in medium structure.

We also think surface environmental effects, such as precipitation, to be an unlikely cause of the observed
medium change. Precipitation and thermal effects are expected to show as an annual cycle, which would
have little effect on the pattern in Figure 6. In addition, the Vp/Vfast ratio does not show significant variation
during the fracturing period (Figure 9). Although the Vp/Vslow ratio at the first few treatment stages increases
rapidly, it drops and remains flat during the later stages. All these suggest that the observed increase of the
slow-propagation Swave velocity is unlikely caused by changes in fluid saturation within the fractures due to
fluid migration from either the underneath injection or the upperward precipitation, which was not observed
during the entire treatment period. Thus, the temporal variations of the slow-propagation Swave velocity are
more likely caused by stress/strain changes related to the hydraulic injection.

As described in section 1, seismic anisotropy in shallow depths is thought to be caused by the alignment of
fractures controlled by the in situ stress field. Changes in the magnitude of stress or pore pressure can affect
the crack density and aspect ratio and hence the macroscopic seismic anisotropy (Tonegawa et al., 2013).
Therefore, the observed changes of seismic anisotropy here are also likely to be caused by the opening or
closure of cracks in response to stress/strain change induced by fluid injection to the formation at depth.

To assess the plausibility of whether static stress changes associated with the hydraulic treatment could be
responsible for our observation, we calculate the strain change induced by a rectangular tensile fracture in
an elastic half-space (Figure 10) based on Okada’s theory (Okada, 1985, 1992). We assume that there is one
single vertical fracture generated by each stage treatment during the hydraulic fracturing. A simple model
is constructed by inserting a synthetic vertical fracture at a depth of 3,000 m in a uniform half-space. The frac-
ture is 400-m long (perpendicular to the horizontal well trajectory) and 100-m wide (spans in depth) with a
tensile dislocation of 0.02 m (parallel to the horizontal well trajectory), which could be a representative of
accumulative extension due to fluid injection. The synthetic deformation and normal strain changes in the

Figure 9. Temporal variations of themeasured Vp, Vslow, and Vfast, as well as the corresponding Vp/Vslow and Vp/Vfast ratios
over the 14-day period of hydraulic treatment.
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upper 1,000 m are shown in Figure 10. The normal strain change is defined
as the exx component of the strain tensor, with x points along the horizon-
tal well trajectory. The near-surface region above the fracture is under
compression (negative strain change). The depth of the compressed
region is about 200 m, and the width of the region is about 900 m. The
normal strain change increases gradually to extension (positive strain
change) as the horizontal distance to the fracture increases.

Figure 6 shows the calculated normal strain changes at the monitoring
well associated with each injection stage by putting one single synthetic
vertical fracture at the corresponding perforation shot location (second
perforation of each stage in Table S1). We assume that the strikes of the
vertical fractures are of N45°E, which is nearly parallel to the fast polariza-
tion direction of the Swaves and the orientation of natural fractures within
the Sichuan Basin. The vertical distances from the monitoring well to the
hypothetic vertical fractures are also shown in Figure 6. The calculated
normal strain changes at themonitoring well show a good correlation with
the observed variations of the slow-propagating S wave velocity Vslow and
the S wave anisotropy degree γ. The slow-propagating S wave velocity
Vslow increases while the normal strain change at near surface decreases
(from extension to compression), and Vslow decreases while the normal
strain change at near surface increases (from compression to extension).
The S wave anisotropy degree γ decreases while the normal strain change
at near surface decreases, and vice versa.

The calculated strain change (exx) at the surface is ~4 × 10�9 during the
hydraulic treatment, which is significantly higher than the tectonic strain

rate measured from GPS data. Wang et al. (2017) estimated that the normal strain rate inside the Sichuan
Basin is between �0.6 ± 0.8 × 10�9/a and 2.0 ± 1.6 × 10�9/a, which means a strain change of
~ � 2.0–5.7 × 10�11 for a 13-day period. The calculated normal strain change is almost 100 times larger than
the strain change associated with the tectonic stress. Thus, it seems that strain changes associated with the
hydraulic treatment could be responsible for the changing anisotropic characteristics.

During the earlier period (from day 2 to day 7) of the hydraulic fracking operation, the fast polarization
directions are ~N40°–50°E, while in the later period (after day 8) the fast polarization directions switch to
~N60°–70°E. This variation might be related to the horizontal offset of the newly opened deep fractures
and the value of the strain changes. We notice that the monitoring well is located within a horizontal offset
of 500m from these deep fractures and is in the compressional stress domain in the second period when rela-
tively larger fast polarization directions (~N60°–70°E) are observed. On the other hand, the monitoring well in
the first period with a fast polarization direction of ~N40°–50°E is relatively farther away from the deep treat-
ment stages and is expected to be in the extensional stress regime. Therefore, the observed abrupt change in
the fast polarization direction might be related to the change in stress regime. The value on day 5 is an excep-
tion as no hydraulic injection was performed during that day.

Our model here hypothesizes the fractured rocks as an isotropic elastic medium being inserted with a set of
aligned vertical fractures and cracks. The closure/opening of fractures increases/decreases the velocity of a
vertically propagating S wave whose polarization is perpendicular to the fractures (Vslow in Figure 9) but
has less effect on the S wave velocity with a polarization direction parallel to the fractures (Vfast in Figure 9)
and P wave velocity (Vp in Figure 9). Consequently, seismic anisotropy induced by these aligned fractures
and cracks is expected to decrease/increase accordingly (Figure 6b).

5. Conclusions

We apply seismic interferometry to ambient noise data recorded by 12 three-component geophone sensors
in a vertical borehole to obtain CCFTs. The daily stacks of the CCFTs show clear vertically propagating P and S
waves. The S wave velocity shows a strong dependence on polarization direction; there is a ~20% velocity

Figure 10. A hypothetic depth section along the horizontal well (in the direc-
tion of NW-SE) showing the normal strain field of in the top 1-km depth
range computed with Okada’s half-space model for a vertical tensile fracture
located at 3,000 m deep. Red solid mesh denotes a sketch of the deformed
black dashed mesh. The red solid meshes are the deformed black dashed
meshes and are exaggerated by a factor of 4 × 108. The vertical purple rec-
tangle indicates the tensile fracture opened by hydraulic injection. The nor-
mal strain change is defined as the exx component of the strain tensor with x
pointing along the horizontal well trajectory.
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difference between the S waves traveling along the fast and slow polarization directions. The fast-traveling S
waves have a polarization direction in the range of N40°–70°E, which agree well with the directions of the
preexisting faults and fractures within the basin. We speculate that the physical mechanism responsible for
the observed seismic anisotropy is likely the preferential alignment of these preexisting fractures. We also
observe clear and systematic temporal variations of seismic anisotropy that are likely induced by the hydrau-
lic fracturing operation. By comparing with strain changes calculated by the Okada’s half-space model, we
speculate that the injection-induced strain variations are likely responsible for the observed temporal varia-
tions of seismic anisotropy. Our results suggest that seismic interferometry has great potential to image nat-
ural fractures and to monitor the temporal evolution of subsurface fractures during the exploitation of
hydrocarbon reservoirs.

References
Adelinet, M., Dorbath, C., Calo, M., Dorbath, L., & Le Ravalec, M. (2016). Crack features and shear-wave splitting associated with fracture

extension during hydraulic stimulation of the geothermal reservoir in Soultz-sous-Forets. Oil & Gas Science and Technology, 71(3), 39.
https://doi.org/10.2516/ogst/2015023

Baird, A. F., Kendall, J. M., Fisher, Q. J., & Budge, J. (2017). The role of texture, cracks, and fractures in highly anisotropic shales. Journal of
Geophysical Research: Solid Earth, 122, 10,341–10,351. https://doi.org/10.1002/2017JB014710

Baird, A. F., Kendall, J. M., Verdon, J. P., Wuestefeld, A., Noble, T. E., Li, Y. Y., et al. (2013). Monitoring increases in fracture connectivity during
hydraulic stimulations from temporal variations in shear wave splitting polarization. Geophysical Journal International, 195(2), 1120–1131.
https://doi.org/10.1093/gji/ggt274

Bensen, G. D., Ritzwoller, M. H., Barmin, M. P., Levshin, A. L., Lin, F., Moschetti, M. P., et al. (2007). Processing seismic ambient noise data to
obtain reliable broad-band surface wave dispersion measurements. Geophysical Journal International, 169(3), 1239–1260. https://doi.org/
10.1111/j.1365-246X.2007.03374.x

Boness, N. L., & Zoback, M. D. (2004). Stress-induced seismic velocity anisotropy and physical properties in the SAFOD Pilot Hole in Parkfield,
CA. Geophysical Research Letters, 31, L15S17. https://doi.org/10.1029/2003GL019020

Borkloe, J. K., Pan, R. F., Jin, J. N., Nyantakyi, E. K., & Meng, J. H. (2016). Evaluation of shale gas potential of Cambrian Jiulaodong formation in
Wei-201 well block in Sichuan Basin, China. Interpretation, 4(2), T123–T140. https://doi.org/10.1190/INT-2015-0074.1

Chen, H., Meng, X., Niu, F., Tang, Y., Chen, Y., & Wu, F. (2018). Microseismic monitoring of stimulating shale gas reservoir in SW China: 2. Spatial
clustering controlled by the preexisting faults and fractures. Journal of Geophysical Research: Solid Earth, 123, 1659–1672. https://doi.org/
10.1002/2017JB014491

Chen, H., Niu, F., Tang, Y., & Tao, K. (2018). Toward the origin of long-period long-duration seismic events during hydraulic fracturing
treatment: A case study in the shale play of Sichuan Basin, China. Seismological Research Letters, 89(3), 1075–1083. https://doi.org/10.1785/
0220170270

Chen, L. W., Chen, Y. N., Gung, Y. C., Lee, J. C., & Liang, W. T. (2017). Strong near-surface seismic anisotropy of Taiwan revealed by coda
interferometry. Earth and Planetary Science Letters, 475, 224–230. https://doi.org/10.1016/j.epsl.2017.07.016

Crampin, S., & Chastin, S. (2003). A review of shear wave splitting in the crack-critical crust. Geophysical Journal International, 155(1), 221–240.
https://doi.org/10.1046/j.1365-246X.2003.02037.x

Ding, P. B., Di, B. R., Wang, D., Wei, J. X., & Li, X. Y. (2017). Measurements of seismic anisotropy in synthetic rocks with controlled
crack geometry and different crack densities. Pure and Applied Geophysics, 174(5), 1907–1922. https://doi.org/10.1007/s00024-017-
1520-3

Durand, S., Montagner, J. P., Roux, P., Brenguier, F., Nadeau, R. M., & Ricard, Y. (2011). Passive monitoring of anisotropy change associated
with the Parkfield 2004 earthquake. Geophysical Research Letters, 38, L13303. https://doi.org/10.1029/2011GL047875

Far, M. E., de Figueiredo, J. J. S., Stewart, R. R., Castagna, J. P., Han, D. H., & Dyaur, N. (2014). Measurements of seismic anisotropy and
fracture compliances in synthetic fractured media. Geophysical Journal International, 197(3), 1845–1857. https://doi.org/10.1093/gji/
ggu101

Gerstoft, P., & Tanimoto, T. (2007). A year of microseisms in Southern California. Journal of Geophysical Research, 34, L20304. https://doi.org/
10.1029/2007GL031091

Gouedard, P., Stehly, L., Brenguier, F., Campillo, M., de Verdi’ere, Y. C., Larose, E., et al. (2008). Cross-correlation of random fields: Mathematical
approach and applications. Geophysical Prospecting, 56(3), 375–393. https://doi.org/10.1111/j.1365-2478.2007.00684.x

Hudson, J. A. (1980). Overall properties of a cracked solid. Mathematical Proceedings of the Cambridge Philosophical Society, 88(02), 371–384.
https://doi.org/10.1017/S0305004100057674

Jin, L., Zhu, C., Ouyang, Y., Zhou, M., Qu, Q., Li, F., et al. (2013). Successful fracture stimulation in the first joint appraisal shale gas project in
China. International Petroleum Technology Conference, 26-28 March, Beijing, China, IPTC 16762, 1–9.

Lewis, M. A., & Gerstoft, P. (2012). Shear wave anisotropy from cross-correlation of seismic noise in the Parkfield pilot hole. Geophysical
Journal International, 188(2), 626–630. https://doi.org/10.1111/j.1365-246X.2011.05285.x

Liu, Y., Zhang, H., Thurber, C., & Roecker, S. (2008). Shear wave anisotropy in the crust around the San Andreas fault near Parkfield: Spatial and
temporal analysis. Geophysical Journal International, 172(3), 957–970. https://doi.org/10.1111/j.1365-246X.2007.03618.x

Meng, X., Chen, H., Niu, F., Tang, Y., Yin, C., & Wu, F. (2018). Microseismic monitoring of stimulating shale gas reservoir in SW China: 1. An
improved matching and locating technique for downhole monitoring. Journal of Geophysical Research: Solid Earth, 123, 1643–1658.
https://doi.org/10.1002/2017JB014488

Miyazawa, M., Snieder, R., & Venkataraman, A. (2008). Application of seismic interferometry to extract P- and S-wave propagation and obser-
vation of shear-wave splitting from noise data at Cold Lake, Alberta, Canada. Geophysics, 73(4), D35–D40. https://doi.org/10.1190/1.2937172

Mizuno, T., Ito, H., Kuwahara, Y., Imanishi, K., & Takeda, T. (2005). Spatial variation of shear-wave splitting across an active fault and its
implication for stress accumulation mechanism of inland earthquakes: The Atotsugawa fault case. Geophysical Research Letters, 32,
L20305. https://doi.org/10.1029/2005GL023875

Nakata, N., & Snieder, R. (2012a). Estimating near-surface shear wave velocities in Japan by applying seismic interferometry to KiK-net data.
Journal of Geophysical Research, 117, B01308. https://doi.org/10.1029/2011JB008595

10.1029/2018JB016037Journal of Geophysical Research: Solid Earth

ZUO ET AL. 12

Acknowledgments
We thank Sichuan Geophysical
Company of China National Petroleum
Company (CNPC) (http://ccde.cnpc.
com.cn/) for providing the field data set
and permission to present this work. We
also thank the Associate Editor and the
two anonymous reviewers for their
constructive comments and sugges-
tions, which significantly improved the
quality of this paper. This work was
jointly supported by the National Basic
Research Program of China (973
Program, 2015CB250903) and the
National Natural Science Foundation of
China (41404040 and 41630209). All the
figures were made using the Generic
Mapping Tools (GMT) (Wessel et al.,
2013). The seismic waveforms and the
final derived data reported in this paper
are included in the supporting informa-
tion. The schedule of hydraulic fractur-
ing and information of perforation
shots, recording time, and explosions
are also in the supporting information.

https://doi.org/10.2516/ogst/2015023
https://doi.org/10.1002/2017JB014710
https://doi.org/10.1093/gji/ggt274
https://doi.org/10.1111/j.1365-246X.2007.03374.x
https://doi.org/10.1111/j.1365-246X.2007.03374.x
https://doi.org/10.1029/2003GL019020
https://doi.org/10.1190/INT-2015-0074.1
https://doi.org/10.1002/2017JB014491
https://doi.org/10.1002/2017JB014491
https://doi.org/10.1785/0220170270
https://doi.org/10.1785/0220170270
https://doi.org/10.1016/j.epsl.2017.07.016
https://doi.org/10.1046/j.1365-246X.2003.02037.x
https://doi.org/10.1007/s00024-017-1520-3
https://doi.org/10.1007/s00024-017-1520-3
https://doi.org/10.1029/2011GL047875
https://doi.org/10.1093/gji/ggu101
https://doi.org/10.1093/gji/ggu101
https://doi.org/10.1029/2007GL031091
https://doi.org/10.1029/2007GL031091
https://doi.org/10.1111/j.1365-2478.2007.00684.x
https://doi.org/10.1017/S0305004100057674
https://doi.org/10.1111/j.1365-246X.2011.05285.x
https://doi.org/10.1111/j.1365-246X.2007.03618.x
https://doi.org/10.1002/2017JB014488
https://doi.org/10.1190/1.2937172
https://doi.org/10.1029/2005GL023875
https://doi.org/10.1029/2011JB008595
http://ccde.cnpc.com.cn/
http://ccde.cnpc.com.cn/


Nakata, N., & Snieder, R. (2012b). Time-lapse change in anisotropy in Japan’s near surface after the 2011 Tohoku-Oki earthquake. Geophysical
Research Letters, 39, L11313. https://doi.org/10.1029/2012GL051979

Nur, A., & Simmons, G. (1969). Stress-induced velocity anisotropy in rock: An experimental study. Journal of Geophysical Research, 74(27),
6667–6674. https://doi.org/10.1029/JB074i027p06667

Okada, Y. (1985). Surface deformation due to shear and tensile faults. Bulletin of the Seismological Society of America, 75(4), 1135–1154.
Okada, Y. (1992). Internal deformation due to shear and tensile faults in a half-space. Bulletin of the Seismological Society of America, 82(2),

1018–1040.
Peng, Z. G., & Ben-Zion, Y. (2005). Spatiotemporal variations of crustal anisotropy from similar events in aftershocks of the 1999 M7.4 Izmit

and M7.1 Duzce, Turkey, earthquake sequences. Geophysical Journal International, 160(3), 1027–1043. https://doi.org/10.1111/j.1365-
246X.2005.02569.x

Riahi, N., Bokelmann, G., Sala, P., & Saenger, E. H. (2013). Time-lapse analysis of ambient surface wave anisotropy: A three-component
array study above an underground gas storage. Journal of Geophysical Research: Solid Earth, 118, 5339–5351. https://doi.org/10.1002/
jgrb.50375

Saade, M., Montagner, J. P., Roux, P., Shiomi, K., Enescu, B., & Brenguier, F. (2017). Monitoring of seismic anisotropy at the time of the 2008
Iwate-Miyagi (Japan) earthquake. Geophysical Journal International, 211(1), 483–497. https://doi.org/10.1093/gji/ggx321

Shapiro, N. M., & Campillo, M. (2004). Emergence of broadband Rayleigh waves from correlations of the ambient seismic noise. Geophysical
Research Letters, 31, L07614. https://doi.org/10.1029/2004GL019491

Shapiro, N. M., Campillo, M., Stehly, L., & Ritzwoller, M. H. (2005). High-resolution surface-wave tomography from ambient seismic noise.
Science, 307(5715), 1615–1618. https://doi.org/10.1126/science.1108339

Silver, P. G., & Chan, W. W. (1991). Shear wave splitting and subcontinental mantle deformation. Journal of Geophysical Research, 96(B10),
16,429–16,454.

Snieder, R., Wapenaar, K., & Wegler, U. (2007). Unified Green’s function retrieval by cross-correlation: Connection with energy principles.
Physical Review E, 75(3), 036103. https://doi.org/10.1103/PhysRevE.75.036103

Takagi, R., & Okada, T. (2012). Temporal change in shear velocity and polarization anisotropy related to the 2011 M9.0 Tohoku-Oki earth-
quake examined using KiK-net vertical array data. Geophysical Research Letters, 39, L09310. https://doi.org/10.1029/2012GL051342

Teanby, N., Kendall, J. M., Jones, R. H., & Barkved, O. (2004). Stress-induced temporal variations in seismic anisotropy observed in micro-
seismic data. Geophysical Journal International, 156(3), 459–466. https://doi.org/10.1111/j.1365-246X.2004.02212.x

Thomsen, L. (1986). Weak elastic anistropy. Geophysics, 51(10), 1954–1966.
Tonegawa, T., Fukao, Y., Nishida, K., Sugioka, H., & Ito, A. (2013). A temporal change of shear wave anisotropy within the marine sedimentary

layer associated with the 2011 Tohoku-Oki earthquake. Journal of Geophysical Research: Solid Earth, 118, 607–615. https://doi.org/10.1002/
jgrb.50074

Tsvankin, I. (1997). Anisotropic parameters and P-wave velocity for orthorhombic media. Geophysics, 62(4), 1292–1309. https://doi.org/
10.1190/1.1444231

Wang, Y., Wang, M., & Shen, Z.-K. (2017). Block-like versus distributed crustal deformation around the northeastern Tibetan plateau. Journal
of Asian Earth Sciences, 140, 31–47. https://doi.org/10.1016/j.jseaes.2017.02.040

Wapenaar, K., Draganov, D., Snieder, R., Campman, X., & Verdel, A. (2010). Tutorial on seismic interferometry: Part 1—Basic principles and
applications. Geophysics, 75(5), A195–A209.

Wessel, P., Smith, W. H. F., Scharroo, R., Luis, J. F., & Wobbe, F. (2013). Generic Mapping Tools: Improved version released. Eos, Transactions
American Geophysical Union, 94(45), 409–410. https://doi.org/10.1002/2013EO450001

Willis, M. E., Burns, D. R., Rao, R., Minsley, B., Toksoz, M. N., & Vetri, L. (2006). Spatial orientation and distribution of reservoir fractures from
scattered seismic energy. Geophysics, 71(5), O43–O51. https://doi.org/10.1190/1.2235977

Wuestefeld, A., Kendall, J. M., Verdon, J. P., & van As, A. (2011). In situ monitoring of rock fracturing using shear wave splitting analysis: An
example from a mining setting. Geophysical Journal International, 187(2), 848–860. https://doi.org/10.1111/j.1365-246X.2011.05171.x

10.1029/2018JB016037Journal of Geophysical Research: Solid Earth

ZUO ET AL. 13

https://doi.org/10.1029/2012GL051979
https://doi.org/10.1029/JB074i027p06667
https://doi.org/10.1111/j.1365-246X.2005.02569.x
https://doi.org/10.1111/j.1365-246X.2005.02569.x
https://doi.org/10.1002/jgrb.50375
https://doi.org/10.1002/jgrb.50375
https://doi.org/10.1093/gji/ggx321
https://doi.org/10.1029/2004GL019491
https://doi.org/10.1126/science.1108339
https://doi.org/10.1103/PhysRevE.75.036103
https://doi.org/10.1029/2012GL051342
https://doi.org/10.1111/j.1365-246X.2004.02212.x
https://doi.org/10.1002/jgrb.50074
https://doi.org/10.1002/jgrb.50074
https://doi.org/10.1190/1.1444231
https://doi.org/10.1190/1.1444231
https://doi.org/10.1016/j.jseaes.2017.02.040
https://doi.org/10.1002/2013EO450001
https://doi.org/10.1190/1.2235977
https://doi.org/10.1111/j.1365-246X.2011.05171.x


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (ECI-RGB.icc)
  /CalCMYKProfile (Photoshop 5 Default CMYK)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /Symbol
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /Times-Roman
    /ZapfDingbats
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ()
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


