Millimeter wave transmission spectroscopy of gated two-dimensional hole systems
K. Stone, R. R. Du, M. J. Manfra, L. N. Pfeiffer, and K. W. West

Citation: Appl. Phys. Lett. 100, 192104 (2012); doi: 10.1063/1.4711772
View online: http://dx.doi.org/10.1063/1.4711772
View Table of Contents: http://apl.aip.org/resource/1/APPLAB/v100/i19
Published by the American Institute of Physics.

Related Articles
Magnetic behavior of graphene sheets embedded carbon film originated from graphene nanocrystallite
Appl. Phys. Lett. 102, 052402 (2013)
Electron cyclotron emission measurements on JET: Michelson interferometer, new absolute calibration, and
determination of electron temperature
Hydrogen stability in hydrogenated amorphous carbon films with polymer-like and diamond-like structure
Reduction in interface state density of Al2O3/InGaAs metal-oxide-semiconductor interfaces by InGaAs surface
nitridation
Cyclotron resonance study in InAs/AlSb quantum well heterostructures with two occupied electronic subbands

Additional information on Appl. Phys. Lett.
Journal Homepage: http://apl.aip.org/
Journal Information: http://apl.aip.org/about/about_the_journal
Top downloads: http://apl.aip.org/features/most_downloaded
Information for Authors: http://apl.aip.org/authors

ADVERTISEMENT

JANIS
Does your research require low temperatures? Contact Janis today.
Our engineers will assist you in choosing the best system for your application.

10 mK to 800 K
Cryocoolers
Dilution Refrigerator Systems
Micro-manipulated Probe Stations
LHe/LN2 Cryostats
Magnet Systems

sales@janis.com    www.janis.com

Click to view our product web page.
Millimeter wave transmission spectroscopy of gated two-dimensional hole systems

K. Stone, R. R. Du, M. J. Manfra, L. N. Pfeiffer, and K. W. West

1Department of Physics and Astronomy, Rice University, Houston, Texas 77005, USA
2Department of Physics, Purdue University, West Lafayette, Indiana 47907, USA
3Bell Laboratories, Alcatel-Lucent, Murray Hill, New Jersey 07974, USA and Department of Electrical and Computer Engineering, Princeton University, New Jersey 08544, USA

(Received 9 December 2011; accepted 19 April 2012; published online 8 May 2012)

We developed a differential transmission to study cyclotron resonance of GaAs/AlGaAs two-dimensional hole samples. The technique utilizes a modulated AuPd gate isolated by a Si3 N4 dielectric from the sample, which is irradiated opposite the gate by millimeter waves ranging from 2 to 40 GHz. This technique effectively removes the background signal and yields a hole effective mass of 0.41*m* with a cyclotron scattering time of ~20 ps, consistent with the previous results using different techniques. © 2012 American Institute of Physics.

Cyclotron resonance in two-dimensional (2D) systems has been studied extensively using a variety of techniques for high mobility 2D samples, ranging in wavelengths from gigahertz1−4 to terahertz5,6 such as transmission or absorption designs, which can yield the effective mass and the cyclotron scattering time.7 The effective mass can also be determined from measuring the temperature-dependent amplitude of the Shubnikov-de Haas (SdH) oscillations8,9 or through calorimetry measurements. However, previously there has not been a way to measure simultaneously and effectively both the magnetotransport and microwave transmission across a sample while being able to control the carrier density. Taking these requirements into account led us to develop a coaxial-based measurement probe and differential power transmission technique to measure the magnetic dependence on the millimeter wave transmission spectrum in all electrical measurements. This technique subtracts the large transmission background signal leaving only the signal from the 2D system, resulting in measurable cyclotron resonance peaks.10 Since the measurement is done completely electrically, there is no need for optical transmission/absorption, enabling simultaneous transport measurements in the same cool down.

Recent developments in the fabrication of C-doped (001) GaAs/AlGaAs 2D hole gas (2DHG) samples4,11,12 have increased the mobility of the 2DHG substantially. Our measurements are motivated by the transport results reported by Yuan et al.13

Cyclotron resonance is achieved when the cyclotron frequency equals the frequency of irradiation, \( \omega_c = eB/m^* = \omega_{MW} = 2\pi f \), where \( B \) is the magnetic field of the resonance, \( m^* \) is the effective mass, and \( f \) is the frequency of irradiation. This occurs when the transition energy \( h\omega_0 \), between Landau levels (LL) \( N \) and \( N + 1 \) matches the energy of \( \omega_{MW} \) to make the transition to the next LL, \( N + 1.14 \). In the case of 2DHG samples, the effective mass of heavy holes is \( m^* \approx 0.41m_e \),15,16 and we expect the resonance to occur around \( ~0.03-0.6 \) T for our frequency range 2–40 GHz.

Our measurement was performed with a top loading 3He system in a superconducting magnet. The probe we designed utilizes dual low loss coaxial lines to provide microwave power down to the sample, across a co-planar waveguide (CPW) geometry (inspired by the Engle Group15), and then back up to a microwave power detector at room temperature. The microwave source is an Agilent MG3694B function generator, which provides the sample with 2–40 GHz and a tunable power output of 0 → 100 mW. Attenuation at 20 GHz is approximately −33 dB from source to detector; a room temperature 8–40 GHz wide band power amplifier with approximately +30 dB is used to recover the signal. The sample is irradiated by a photolithographically defined AuPd CPW meander line antenna evaporated on a piece of undoped GaAs (111) (Figure 1(a)), which is also used to measure the transmission signal (Figure 1(b)). All the RF components are designed to be impedance matched to 50 Ω. We conjecture that it is the microstripe mode, using the gate as the ground plane (see Figure 1(a)), that is coupling to the 2DHG. The MW polarization was not taken into account in this experiment; however, future optimization through simulation of the transmission will increase understanding and sensitivity. By using a completely electronics-based measurement, we eliminate the complexity of using optical transmission/reflection, bolometer measurements, and we enable simultaneous transport and transmission measurements in a single cool down.

Our samples were an asymmetric 15 nm quantum well (QW) wafer and a 20 nm symmetric QW wafer (20 nm QW). The sample was prepared by polishing the back side to remove any metallic material (≤ 50 μm of Ga) to allow millimeter wave coupling to the 2D hole gas. It was then etched to a photolithographically defined 1 × 3 mm² Hall bar with wedged leads, and InZn was annealed to form the contacts to the 2DHG. Using a PECVD, a dielectric of Si₃ N₄ (500 Å thick) was formed over the sample and windows were etched to expose the contacts using a reactive ion etcher. Last, a 1000 Å AuPd alloy gate (with a 50 Å adhesion layer of Ti) was evaporated over the Hall bar to control the carrier density. The alloy for the gate and the meander line was chosen for its lack of cyclotron resonance signal due to its small alloy scattering length and for its ability to retain electrical conductivity. Each finished sample was mounted on top of the meander line to irradiate the...
sample from the back side, and Au wires with In were used to make electrical connection. This geometry allowed us to measure the magnetoresistance and microwave power transmission in the same cool down while controlling the carrier density (Figure 1). The gated 15 nm QW and 20 nm QW samples had a carrier density of $2 \times 10^{11}$ cm$^{-2}$ and $2.03 \times 10^{11}$ cm$^{-2}$ with a mobility of $8 \times 10^5$ cm$^2$/Vs and $9.9 \times 10^5$ cm$^2$/Vs, respectively. The large dimension of the Hall bar was used to increase the coupling with the micro-waves. We focused on the 20 nm QW sample in this experiment.

To remove the background signal, we developed a single modulation differential power transmission measurement technique for the 2DHG sample. We accomplished this by irradiating the sample with monochromatic continuous wave microwaves (using the meander line) and by locking the microwave power sensor to the same modulation frequency as the gate. The gate modulates between $V_g1$, which depletes all of the carriers making up the background signal, and $V_g2$, which brings back the carriers. This was accomplished using a square wave at 17 Hz, the same frequency as the signal from the locked power sensor.

$$V_{g1} = \text{0V}, V_{g2} = \pm 2V$$

When taking the power amplifier into account, the sensitivity of this measurement technique is on the order of 100 pW (40 fV) from the results in Figure 2(b) with a modest input power of 1 mW, which results in a resolution around 0.1 ppm.

We verify that the output signal is linearly proportional to the input microwave signal in the range 0.01–3.17 mW. A Gaussian curve can be approximately fit to the differential transmission peaks, whose peak location, $B_{\text{min}}$, and full width half max, $\Gamma$, yielded the effective mass and cyclotron scattering time of $m^* = eB_{\text{min}}/2\pi f$ in terms of $m_e$, and $\tau_s = m^*/e\Gamma$, respectively.

\begin{equation}
\frac{\text{D}P}{\text{D}B} = \frac{P_{\text{out}}(V_g2) - P_{\text{out}}(V_g1)}{V_{g1} - V_{g2}}
\end{equation}
In our frequency-dependence data from the 20 nm QW 2DHG sample (Figure 3), we note that the transmission minima is directly proportional to the irradiation frequency as we would expect from the cyclotron resonance, which also coincides with the higher frequency results from Cole et al. This data allowed us to calculate the effective mass of the hole system to be 0.41m_e, confirming the results from Kumar et al. and Yuan, although they used different techniques. The values of the scattering time τ_s at some frequencies show large error bars because of weak signals.

These measurements show that the differential ΔP measurement technique we developed subtracts the background signal from that of the 2D system, leaving only the cyclotron resonance minimum in the transmission signal. From the preliminary data for this technique, we were able to identify the effective mass for the system, 0.41m_e, confirmed by known values obtained from different techniques. We were also able to measure the cyclotron scattering time (~20 ps). Spin splitting in the cyclotron resonance peak was not observed. This technique allows for the possibility to place a gated high mobility 2DHG sample in a two-axis magnet and look for the cyclotron spin splitting. The probe and ΔP technique developed from this experiment can be used to explore the microwave transmission of gated systems while simultaneously measuring electron/hole transport in the sample.

We thank Ted Corcovilos, Tobias Paprotta, and Loren Swenson for helpful discussion and Ivan Knez for his development of the Si3N4 RIE process.

The research at Rice University is supported by the NSF Grant No. DMR-0706634. Use of the Rice Shared Equipment Authority (SEA) facilities is appreciated.